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(Right hand carriage return) 


The standard typewriter for correspondence and general work 


Single keyboard, 84 characters Back spacer 
Takes paper 10} inches wide Ixey controlled ribbon 
Writes line 8$ inches long Interchangeable platen 
Ball-bearing typebars, carriage and Protected type 
capital shift Automatic ribbon reverse 
Writing completely visible Flexible paper feed 
Silence of operation Typebar guide 
Decimal tabulator Lightning escapement 
Variable line spacer Equipped with any style type 





L. C. Smith users may now select from six models, each with a 
different width of carriage, as follows :— 


Model Width of Paper Length of Line 
Mode! 8-10 103 inches 83 inches 
Model 8-12 124 inches 103 inches 
Model 8-14 144 inches 1234 inches 
Model 8-18 184 inclies 163 inches 
Model 8-20 203 inches 183 inches 


Model 8-26 263 inches 243 inches 
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The Ball Bearing 


Office Machine 


The L. C. Smith embodies the experience of over a third of 
a century of typewriter manufacturing by the Company. 


On account of its durability, general mechanical excellence 
and adaptability to all kinds of work that can be done on a type- 
writer, it has been the experience of L. C. Smith users that its 
operators can turn out more work at a less cost per unit than on any 
other writing machine. 


Many factors combine to bring this result, among them the 
cost of ribbons, maintenance, length of life and the fact that in 
many cases, owing to the variety of work that can be done on the 
same L. C, Smith, the owner is saved from buying additional 
machines or attachments. 


The L. C. Smith has many features in common with other 
standard typewriters, but it has also several important ones not 
found in other writing machines. 


Important 
Features The L. C. Smith Ball- -bearing Office Machine is so 


constructed that the platen roll can_be easily and quickly removed 


and another put in its place without the use of any tools except. 


the fingers. This enables the use of platens of different degrees 


of hardness, according to the number of carbon copies desired. 


For a large number of copies, a brass platen is substituted. There 
are also special card writing and label writing platens. 


It is a great advantage to be able to take out a hard platen, 
after it has been used for a special purpose, and insert the softer. 
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platen for regular work, because the soft platen is much easier on 
ribbons, carbon paper, the mechanism of the machine and the 


nerves of the operator. 


On Every 

Machine Every L. C. Smith is equipped with a decimal 
tabulator, which is a built-in part of the machine. This can be 
used for billing, tabulating and any work where figures are desired 
in columns and also in general correspondence for bringing the 
carriage with one depression of a_key immediately to a desired _ 
point, | whether it be the date, salutation, beginning of the paragraph, — 
or signature. The decimal tabulator_on_ other machines is_sold 
as an extra attachment at an additional cost. 
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The decimal tabulator feature is valuable for purposes of 
instruction in schools and business colleges, because, without 
additional cost the student can receive instruction and become 


familiar with tabulating work. 


The tabulator rack and stops are so constructed and the 
carriage is so controlled, that there is very little jarrmg when the 
carriage comes to_a stop in tabulating.. 


The L. C. Smith shifts the type segment instead of the 
carriage. This feature is especially important on the wide carriage 
machines because even on the 26-in. model the operator lifts no 
more weight when shifting than she does on the regular corre- 
spondence model. | 


It also does away with the danger of shaking the paper out of 
place when writing at the bottom edge of the sheet, as well as the 
eye strain caused by moving the paper up and down or backward. 


and forward. 


Importance of | 
Ball Bearings The use of ball bearings at all important, 
frictional points is one of the features that has made the Le. 
Smith the recognized leader in mechanical excellence. In operating 
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LC Smith 





Model 8-10 


(Left hand carriage return) 


When so ordered, any model will be equipped with left hand carriage veturn, 


as shown in the above illustration 
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a typewriter the typist is either tapping the keys, shifting to 
write capitals or returning the carriage for a new line practically 
all of her time. All of these operations are made easier and more 
accurate by the use of ball bearings. 


In every typebar are fifteen hardened steel balls that do away 
with friction, = 

The carriage provides the printing point, and the more rigid and 
firm it is the more certain it is that each letter will be printed in 
the exact spot where it is intended to be. This means good align- 
ment, In shifting to write capitals it will be noted that the type- 
bar segment instead of the carriage is shifted when writing a capital 
letter or an upper case character. The segment moves up and down 
on ball bearings, the shift key requiring but little more force to 
press down than an ordinary key. 


Sifence of 
Operation The manufacturers of the L. C. Smith in striving 
for quiet operation, did not sacrifice any of the things a typewriter 
is supposed to do. It is therefore the most quiet running type- 
writer that still retains speed, manifolding and other requirements. 
The fact that it is popularly known as the “ Silent Smith” does 
not mean that it is absolutely noiseless, but as a matter of fact it 
Is much more quiet than any other standard typewriter and can 
be used in the same room with the executive, without interfering 
with his processes of thought. Nor does his typist have to stop 
work when he uses the telephone. is 


— 


Lr. C. Smith typewriters are equipped with either right or 
left hand carriage return, as desired by the customer. Our standard 
is the right hand return, but where an operator has learned on a 
left hand machine, this operating habit of long standing will not 
have to be changed when she becomes an L. C. Smith operator. 
On both styles one motion of the hand returns the Carriage to 
begin a new line and at the same time operates the line spacing 
device. Whether single, double or triple line space, the hand 
moves the same distance, doing away with the danger of irregular 
spacing caused by the. difficulty of the operator in adapting the 
arm to strokes of different lengths. 
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Rear View of Model 8 


Simplicity and mechanical perfection are seen in this view of the machine 
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(84 characters) 


Keyboard arrangement of Model 8 
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Variable 
Line Spacing Platen The new improved variable _line-_ 


spacing platen enables the operator to start writing at any desired 
line position on the paper. It increases the life of the platen by 


changing the place of type impact, 


Speed The practice of training especially fast operators, 

entering them in speed contests, and claiming that their records 
are the result of the speed of the Writing machine, has confused many | 
people regarding so-called typewriter speed. Every standard type- | 
writer is much faster than any human being can operate it. If it | | 
were possible to build a typewriter that was capable of being | 
operated ten times as fast as any now on the market, it would do no 
good because no human being could use it to the limit of its speed _ 

| possibilities. 


The real test of speed is what the average typist can do in 
|| the course of a day’s work. “a 


Touch Some typists demand more key resistance than others. 
On the L. C. Smith the key tension can be adjusted to suit the 
operator, making the touch as light or as heavy as desired. 


Keyboard 7 
Arr angement The keyboard on Model 8 has 84 characters, 
the arrangement _ being Standard. Forming a part of the 
regular keyboard are a space bar, shift keys, shift lock, ribbon 
key, margin release, back space key, and the five decimal tabulator 
keys. After the paper is inserted in the machine the typist does 
not have toe remove her hands from the keyboard for any operation_ 
except to return the carriage. 

Paper 
Feed The paper feed is so constructed that a sheet of tissue _ 
paper or a large number of sheets of paper and carbons can bex 
rolled in, There are four rubber pressure rolls in - the rear, each one 
acting independently of the others. Being high up, they form a 
straight edge and when the paper is dropped in, it is automatically 
righted up and goes through in the proper position. As the platen 
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DECIMAL TABULATOR 





This cut shows the keyboard arrangement including de 
the tabulatory vack behind the paper table. 


cimal tabulator keys and 


Lor the purpose of 
this illustration the paper table has been 


made to appear transparent 


is turned, the paper goes around and is eripped by three pressure 
rolls in front, which afford still further control. If the operator uses 


proper care when inserting the paper, the paper feed will not_ 


wrinkle, either the originals, the carbons or the copy sheets. 


Paper 
Fingers The construction of the paper fingers, with their 


small auxiliary pressure rolls, enables the typist to write at the 
extreme bottom edge of the sheet, or on very narrow paper. Special 
curved paper fingers may be had for work where a large amount of 
card writing has to be done. This enables the typist to fill out the 
card clear to the edge on both sides. 


Type 

Protection te 35 impossible for the type faces to strike metal 
and become battered. Should the operator forget to move the 
paper fingers back, after writing on a card or envelope, it 1s 
impossible for the type faces to strike the paper fingers. If an 
inexperienced typist, through a glancing stroke causes the type tQ 
pile up at the centre, a projecting heel at the back of each one 
prevents the type from being battered. 


Key Controlled 


Ribbon The appearance of the typewritten work depends 
ereatly upon the ribbon, and we would recommend the use of 
L. C. Smith typewriter mbbons for the best results. These 
ribbons come in three inkings : clean, regular and heavy. 


On the machine, the position of the ribbon is controlled by the 
ribbon key which, in its first position permits the use of the upper 
half of a two-colour ribbon. In its second position—tor writing 
stencils—-the ribbon is not touched by the type. The third position 
permits the use of the lower half of the ribbon. It will be noted 
that when-a one-colour ribbon is used, longer life can be secured 
by simply shifting the ribbon key. The ribbon 1s actuated by the 
carriage and not by the typebars. Its fed rapidly, so that a fresh 


place of impact_1s assured for every type stroke, It reverses 
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BALL-BEARING TYPEBAR 





Enlarged typebar joint, with section cut away to show arrangement of steel balls 





TYPE BAR AND HANGER ACTUAL SIZE: 


This illustration shows the complete typebar and hanger, actual size 
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automatically, easily, and more quickly than on other typewriters 





with no added strain near the end. It is easy to change the ribbon, 
no tools being required except the fingers. 


Lightning 
Escapement The mechanical excellence of the escapement 
makes possible a quiet and speedy operation of the typewriter. 
It is much faster than any typist can operate. 


Line Space 
Regulator The regulation of the line spacing is done by turn- 
ing a numbered thumb piece so that the figures a ee or 4a 
according to the number of spaces desired between the lines, come 
around to the side opposite the operator and nearest the platen. 


Visible 
Writing No framework or other obstruction prevents the 
operator from seeing all the writing all the time. 


Ribbon 
Guard Should the paper fingers be moved so far apart that 
they do not hold the paper, the triangle at the top of the ribbon 
guard prevents wrinkling or tearing of the paper if the carriage is 
at its extreme limit and is moved back. On the ribbon guard is 
also a scale that is used for line finding and letter centreing. 


Line 
Lock The line lock is positive and prevents piling up the letters 
at the end of the line. 


Back 
Space Pressing down the back space key brings the carriage 
back one space—a convenience in filling in omitted letters ; also 
in tabulating and billing. 


Margin 
Release Pressing down the margin release key permits writing 
in the margins to the full extent of the line. One key releases both 
marginal stops. 





Device for writing Belknap Stencils 





Device for writing Elliott Stencils 
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The label writing platen 





Graduated scale of the condensed billing machine 
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This illustration shows how simple it is to change platens as described 


on page 3 





The illustration above shows : No. 1—‘ Regular”’ platen which comes in three 
degrees of hardness; No, 2—Label writing platen; No. 3—Card 
platen ; No. 4—Brass platen; No. 5—Index Card platen 
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Paper 
Release This lever at the left end of the carriage, when pulled 


forward releases the grip of the pressure rolls and permits adjust- 
ment of the paper or the insertion of a large number of sheets. It 
is also used in condensed billing. 


Bill and | 
Paper Guide The bill or paper guide, at the left end of the 


paper table, insures the insertion of the sheet or invoice at the 
same place in the machine, giving uniform margins and columns 


in their proper places. 


Period and 


Comma Stops The period and comma cannot perforate the 
paper as on some machines. This is due to stops which not only 


prevent this perforating and improve the appearance of the work 


Guarantee 
and Service [very new machine is backed by the company’s 
guarantee for one year. Branch offices and representatives in all 


important centres of population enable the company to extend an 
unexcelled service to its customers.: 


Guarantee 


LL. C.. Smith & Corona Typewriters, Ltd., guarantee the L. C. Smith 
to be free from defects in material or workmanship for a period of one year 
from date of sale, and will replace free of charge any defective part within 
that time with a new part, upon return of the defective part to any of its 
Branch Offices. 


It is, of course, understood that the machine shall have ordinary care, 
and that the guarantee does not cover injury caused by accidents, carelessness 
or exposure to the elements, and does not include cleaning of the machine 
nor the furnishing of ribbons, platens, or other supplies. 


L. C. SMITH & CORONA TYPEWRITERS, LTD. 


No employee of the company is authorized to 
give any other guarantee than the above. 
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Also Makers of 


CORONA 





The Personal Writing Machine 


£ 
L C Smith & Corona Typewriters Ltd 
Aldwych House 
Aldwych London W C 2 


Telephones Telegrams 
Holbora 1692-1693 Typingdom Estrand Londoa 


City Branch 
19 Queen Victoria Street E C 4 


Telephone 
City 2284 


West End Branch 
10 New Bond Street W 1 


Telephone 
Gerrard 2862 





